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AUTOMATION

MORIN ACTUATOR DESCRIPTION:
The Morin Actuator is a heavy-duty, quarter-turn scotch yoke piston design available in ductile iron/carbon steel, ductile iron/
stainless steel and all stainless steel through 238,000 in. lbs. of torque. It is available as double acting (air-to-air) and spring 
return (fail-safe). Available accessories include:
• solenoid valves, positioners, filter/regulator/lubricators
• partial stroke test device
• lockout device
• jackscrew, hydraulic overrides
• AWWA tested per C504 for water or pneumatic service

WATER INDUSTRY APPLICATIONS
• filter galleries
• pump control/isolation
• submersible
• fail-safe isolation

Electric motor actuators can be furnished when required. Quarter-turn actuators are available for butterfly and eccentric plug 
valves. Multi-turn actuators are available for resilient wedges and double disc gate valves.

All actuators contain the following standard accessories: a handwheel for manual operation, open and close position limit switches 
to assure motor shut-off at the ends of travel, open and close torque limit switches to protect the valve from excessive actuator 
torque and a separate drive nut or coupling. The motors have been designed for high starting torque and long service life. Quarter-
turn actuators are furnished with adjustable end of position mechanical stops.

Optional accessories include intermediate position limit switches, position feedback devices and integral motor controls. Generally, 
motor controls consist of reversing starters, control transformer, push buttons, selector switches and indicating lights. For these 
applications requiring control by an analog signal (usually 4-20 mADC), a positioner can be furnished with motor controls.

AUMA SA/GS Quarter-turn Electric Actuator
Application: Used to operate larger quarter-turn valves

AUMA SG Quarter-turn Electric Actuator
Application: Used to operate smaller quarter-turn valves



M&H ECCENTRIC
PLUG VALVES

M&H BUTTERFLY VALVES M&H RESILIENT WEDGE
(R/W) AND DOUBLE
DISC GATE VALVES

AVAILABLE END CONNECTIONS  
& SIZE RANGE
Flanged End 3”– 24”
M.J. 3”– 24”
Grooved 3”– 16”
 
ACCESSORIES
Floorstands Electric Motor Actuators
Extension Stems Cylinder Actuators
2” sq. Operating Nuts Limit Switches
Handwheels Stem Guides
Lever Wrench Head Floor Boxes
Chainwheels “T” Handles
Worm Gear Actuators Chain levers
 Extended Bonnet

AVAILABLE END CONNECTIONS  
& SIZE RANGE 
Flanged End 3”– 54”
M.J. 4”– 48”
Flanged X MJ 6”, 8”, 12”, 16”
Wafer 4”– 20” 
 

ACCESSORIES
Floorstands Solenoid Valves
Extension Stems Positioners
Stem Guides Speed Controls
Traveling Nut & Chainwheels
  Screw Actuator 2” sq. Operating Nuts
Worm Gear Actuators Handwheels
Hand Lever Actuators Cranks
Electric Motor Actuators “T” Handles
Limit Switches Floor Boxes
Cylinder Actuators Extended Bonnet

AVAILABLE END CONNECTIONS  
& SIZE RANGE 
End Connection R/W® Double Disc
Flanged End 2”– 54” 4”– 48”
M.J. 2”– 48” 4”– 48”
Flanged End (OS&Y) 2”– 24” 14”– 48”
 
For additional end connections, please contact 
your local representative.
 

ACCESSORIES
Floorstands  Stem Guides
Indicator Posts Floor Boxes
Electric Actuators Chainwheels
Manual Operators  2” Operating Nuts
Extension Stems Handwheels
 “T” Handles
 
For additional accessories please contact your 
local representative.

SIZE RANGE        3”– 24”
  
  Water Working Hydrostatic
  Pressure PSI Test PSI

  3”– 12” 175 265

 14”– 24” 150 225

 SIZE Water Bubble- Hydrostatic
 RANGE Working Tight Shell
  Pressure PSI   Test PSI Test PSI

 2”– 12” 250 250 500
 AWWA

 14”– 54” 250 250 500
 AWWA

 2”– 16” 200 200 400
 ULFM

 SIZE RANGE Water Working Hydrostatic
  Pressure PSI Test PSI

 2”– 12” 200 400

 14”– 48” 150 300

Also available: High pressure double disc gate valve.

RESILIENT WEDGE

DOUBLE DISC GATE VALVE

SIZE CLASS
RANGE  150B
   
  Water Bubble- Hydrostatic
  Working Tight Test PSI
  Pressure PSI Test PSI 
 
 3”– 54” 150 150 300
 

SIZE CLASS
RANGE  250B
   
  Water Bubble- Hydrostatic
  Working Tight Test PSI
  Pressure PSI Test PSI 
 
 3”– 48” 250 250 500

Contact your local representative for sizes up to 120”. 



M&H SWING  
CHECK VALVES

M&H CUSHIONED SWING
CHECK VALVE

AVAILABLE END CONNECTIONS  
& SIZE RANGE 
Flanged End, Non-Rising Stem 4”– 24”
Flanged End, Rising Stem  4”– 24”
 
 
NOTE:  
Flanged ends are faced and drilled to ANSI 125 pound  
template except holes under yoke/flange connection.
 
ACCESSORIES
Handwheels
2” Square Operating Nut
Floorstands 
Extension Stems
Electric Motor with Extension Stem
Manual Actuator
“T” Handles
Stem Guides
Floor Boxes

AVAILABLE END CONNECTIONS  
& SIZE RANGE  
Flanged 2”– 30” (Plain)
Flanged 2”– 30” Outside Weight & Lever
Flanged 2”– 30” Outside Spring & Lever
 

ACCESSORIES
Outside Weight and Lever
Outside Spring and Lever
Limit Switches
Iron Rubber Faced Gates

AVAILABLE END CONNECTIONS  
& SIZE RANGE 
Flanged 4”– 30” Outside Weight and Lever
 

ACCESSORIES
Outside Weight and Lever
Iron Rubber Faced Gates

  Water Hydrostatic
 SIZE RANGE Working Shell
  Pressure PSI Pressure PSI

 3”– 12” 200 400

 14”– 30” 150 300
  Water Hydrostatic
 SIZE RANGE Working Shell
  Pressure PSI Pressure PSI

 2”– 12” 200 400

 14”– 30” 150 300
M&H INCREASING SWING 
CHECK VALVES

AVAILABLE END CONNECTIONS  
Flanged –(Plain)
Flanged–Outside Spring & Lever
Flanged–Outside Weight & Lever
 

ACCESSORIES
Outside Weight and Leve Limit Switches
Outside Spring and Lever Iron Rubber Faced Gates

 SIZE RANGE SIZE RANGE
 
 3” X 4” 8” X 10”
 
 4” X 6” 8” X 12”
 
 4” X 8” 10” X 12”

 6” X 8” 6” X 10”

Water Working Pressure 175 PSI
Hydrostatic Shell Pressure 350 PSI

M&H KENFLEX
RESILIENT SEATED
CHECK VALVES

 SIZE RANGE Water Working Hydrostatic
  Pressure PSI Shell Pressure PSI

 4”– 12” 250 500

M&H MUD VALVES

 SIZE RANGE  Working Pressure

 4”– 24”  Recommended for use in lines of low
   seating or unseating pressures only



M&H SHEAR
GATE VALVES

M&H FLOOR TYPE
PRESSURE RELIEF VALVES

M&H WALL TYPE
PRESSURE RELIEF VALVE

M&H FLAP VALVES

AVAILABLE END CONNECTIONS  
& SIZE RANGE 
Flanged End Frame 4”– 30”
 
NOTE:  
Flanged End Frame is faced and drilled to ANSI 125 
pound template. 
 

ACCESSORIES
Lifting Handle and Hooks

PRESSURE:  
The cover for the Pressure Relief Valve weighs  
approximately 6 lbs. and starts to open at a head of 
approximately 9” of water.
 

INSTALLATION:  
In order for the F-1493T Floor Type Valve to operate  
correctly, it must be installed in a vertical position.
 
Length can be increased to desired dimension by     
adding PVC or Ductile pipe into bell.
 

SIZE
4” & 6”

Standard Body

Length (inches)           8” 

AVAILABLE END CONNECTIONS 
& SIZE RANGE 
Flange 4” & 6”
 

ACCESSORIES
4“ & 6” F-1496T Wall Pipe with Grate

AVAILABLE END CONNECTIONS 
& SIZE RANGE 
Flanged End  4”– 30”

 SIZE RANGE  Working Pressure

 4”– 30”  Recommended for use in lines of low
   seating and unseating pressures only

 SIZE RANGE  Working Pressure

   Valves unseat and swing open under
 4”– 30” unseating pressure to release the outfall  
  fluid and close when pressure is relieved.

F3000-T F3012-T



ACCESSORIES

FLOOR STANDS
F-5500-T Standard Pattern N.R.S.
F-5505-T Standard Pattern N.R.S. 
Indicating

FLOOR BOX
F-5695-T Bushed
 Max. Length 12”
 Min. Length 8”
 Max. Stem Dia. 1 3/4”

T-HANDLE VALVE 
WRENCHES
F-2520-T Rigid Wrench

EXTENSION STEMS
Diameters up to 2 1/2”
Any Length

STEM GUIDES F-5660-T
 
 SIZE MIN. LENGTH MAX. LENGTH 

 #3 2 1/2” 17”
 
 #5 15” 24”
 
 #6 24” 35”

COMMITTED TO ENVIRONMENTAL RESPONSIBILITY
M&H VALVE COMPANY IS COMMITTED TO PROTECTING OUR NATURAL RESOURCES 

THROUGH ENVIRONMENTALLY RESPONSIBLE MANUFACTURING PRACTICES, 
INCLUDING THE USE OF 80+% RECYCLED CONTENT IN OUR HYDRANTS AND VALVES.  

To learn more about our commitment to the environment, call 256-237-3521.

605 West 23rd Street • Anniston, Alabama 36201
PHONE 256-237-3521  FAX 256-741-6253

M&H Valve is a division of McWane, Inc.

www.mh-valve.com


