
MODEL 2638 AWWA C515 REDUCED WALL DUCTILE IRON

NOTE:
It is recommended that
valves be installed with
stems vertical when used
in raw sewage or sludge
applications or in water
with excessive sediment.
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MODEL 2638

4"-12" R/W VALVE
NRS ASSEMBLY EXPLOSION
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MODEL 2638
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MODEL 2638

F-6102
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MODEL 2638

F-6100
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MODEL 2638
F-6106
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MODEL 2638

F-6114
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MODEL 2638

F-6111
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MODEL 2638

F-6110

4"-12"
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MODEL 2638
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MODEL 2638
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MODEL 2638
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MODEL 2638

F-6136
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MODEL 2638
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MODEL 2638
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MODEL 2638

14"-16" R/W VALVE
NRS ASSEMBLY MATERIAL LIST
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MODEL 2638

F-6102

14"-16" R/W VALVE FLANGED ENDS
GENERAL DIMENSION
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MODEL 2638

F-6100

14"-16" R/W VALVE MJ ENDS
GENERAL DIMENSION
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MODEL 2638

F-6106

14"-16"
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MODEL 2638

F-6114

14"-16" R/W VALVE
MJ TAPPING GENERAL DIMENSION
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MODEL 2638

4"-16" R/W VALVE UL/FM
Performance Information

8", 10", 12", 14", and 16" valve sizes have been hydrostatically shell tested at four (4)
times the rated pressure (800)psi).
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